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Key Features

◆ Fully Qualified Bluetooth V2.0+EDR

◆ Enhanced Data Rate (EDR) compliant with V2.0.E.2 of the

specification for both 2Mbps and 3Mbps modulation modes

◆ Full Speed Bluetooth Operation with full Piconet and

Scatternet Support

◆ USB, UART, PCM interface

◆ Support for 802.11 Co-Existence.

Product Description

The 401 is a Bluetooth module based on CSR BC04 External chipsets

with an antenna integrated. It is BQB qualified. When used with the

CSR Bluetooth software stack, it provides a fully compliant Bluetooth

system to v2.0 of the Bluetooth specification for data and voice

communications.
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General Specification

NO Item Specification

1 Supply Voltage 3.3V

3 Wroking current 15-30 mA

4 Carrier Frequency 2400MHZ-2483.5MHZ

5 Transmission Power 5dbm MAX

6 Hopping 1600hops/sec,1M channel space

7 Receiving Signal Range -80 to –83 dbm Type

8

Communication range 10 meters Type

9

10
Compliant Bluetooth Specification Ver1.1 & 1.2

& V2.0

Applications

◆ PCs

◆ Personal Digital Assistants(PDAs)

◆ Computer Accessories

◆ Access Points

◆ Digital Cameras

Operating Temperature -40to +85 degree C

Storage Temperature -40~ +85 degree C

2
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Block Diagram
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��: SS-BT401

NO PIN NAME NO PIN NAME

1 UART-TX 18 SPI-MISO

2 UART-RX 19 SPI-CLK

3 UART-CTS 20 USB D+

4 UART-RTS 21 GND

5 PCM-CLK 22 GND

6 PCM-OUT 23 PIO(0)

7 PCM-IN 24 PIO(1)

8 PCM-SYNC 25 PIO (2)

9 AIO(0) 26 PIO(3)

10 AIO(1) 27 PIO(4)

11 RESET 28 PIO(5)

12 3.3V 29 PIO(6)

13 GND 30 PIO(7)

14 NC 31 PIO(8)

15 USB D- 32 PIO(9)

16 SPI-CSB 33 PIO(10)

17 SPI-MOSI 34 PIO(11)
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1 UART-TX CMOS Output UART Data Output
2 UART-RX CMOS Input UART Data Input
3 UART-CTS CMOS Input UART Clear To Send Active Low
4 UART-RTS CMOS Output UART Request To Send Active Low
5 PCM-CLK Bi-directional Synchronous Data Clock
6 PCM-OUT CMOS Output Synchronous Data Output
7 PCM-IN CMOS Input Synchronous Data Input
8 PCM-SYNC Bi-directional Synchronous Data Sync
9 AIO(0) Bi-directional Programmable Input/Output Line
10 AIO(1) Bi-directional Programmable Input/Output Line

11 RESETB CMOS Input Reset if low.Input debounced so must be
low for>5ms to cause a reset

12 3.3V POWER +3.3V Supply For 3.3V Version
13 GND GND Ground
14 NC NC NC
15 USB D- Bi-directional USB Data Minus

16 SPI-CSB CMOS Input
Chip Select For Synchronous Serial

Interface
17 SPI-MOSI CMOS Input Serial Peripheral Interface Data Input
18 SPI-MISO CMOS Output Serial Peripheral Interface Data Output
19 SPI-CLK CMOS Input Serial Peripheral Interface Clock

20 USB D+ Bi-directional
USB Data Plus with selectable internal 1.5KΩ

21 GND GND Ground
22 GND GND Ground

23 PIO(0)

Bi-directional with

programmable

strength

Control output for external LNA (if fitted)

24 PIO(1)
Bi-directional with

programmable

strength

Control output for external PA (if fitted)

25 PIO(2) Bi-directional Programmable Input/Output Line
26 PIO(3) Bi-directional Programmable Input/Output Line

27 PIO(4)

Bi-directional with

programmable

strength

Programmable Input/Output Line or

optional

BT_Priority/CH_Clk output for co-

28 PIO(5)

Bi-directional with

programmable

strength

Programmable Input/Output Line or

optional

BT_Active output for co-existence

29 PIO(6)

Bi-directional with

programmable

strength

Programmable Input/Output Line or

optional

WLAN_Active/Ch_Data input for co-
30 PIO(7) Bi-directional Programmable Input/Output Line
31 PIO(8) Bi-directional Programmable Input/Output Line
32 PIO(9) Bi-directional Programmable Input/Output Line
33 PIO(10) Bi-directional Programmable Input/Output Line
34 PIO(11) Bi-directional Programmable Input/Output Line

FUNCTION RE-MARKPIN NO. NAME TYPE

Pin Configurations
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Anritsr Blue Test Report



Page 8 of 10

FSC-BT401



Page 9 of 10

FSC-BT401



Page 10 of 10

FSC-BT401



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




