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1 项
FIRST 

NUMBE

固体防护级别
PROTECTION AGAINIST SOLID

2 项
SECOND 
NUMBE

液体防护级别
PROTECTION AGAINIST LIQUIDS

1 项
IK

CODE

外部冲击防护级别
PROTECTION AGAINIST MECHANICAL IMPACT

IP 测试 (TEST) IP 测试 (TEST) IK 测试 (TEST)

0 无保护
No protection

无保护
No protection 0 无保护

No protection

1

超过 50mm 大小固
体保护
Protection from  sold 
with size of 50mm 
over (hand)

1
防垂直降落液体

Protected from faling 
ctioncl verfcaly

01

–

05
冲击力小于 1 焦耳
Impact ＜ 1joule

2

超过 12mm 大小固
体保护
Protected from solid 
with size of 12mm 
over(�nger size)

2
防 15 度倾斜角度降
落液体
Protected from faling 
obect with 15 slant

06 冲击力等于 1 焦耳
Impact=1joule

3

超过 2.5mm 大小固
体保护
Protected from solid 
with size of 2.5mm 
over(tool, wire size)

3
防 60 度倾斜角度降
落液体
Protected from spray 
with up to 60° slant

07 冲击力小于 2 焦耳
Impact ＜ 2joule

4

超过 1mm 大小固体
保护
Protected from solid 
w i t h  s i z e  o f  1 m m 
over(tool, wire size)

4
防来自各个方向的泼溅
Protected from spray 
of all directionts

08 冲击力小于 5 焦耳
Impact ＜ 5joule

5 防尘保护
Protected from dust 5

防止低压泼溅
Protected from water 
s p r a y e d  w i t h  l o w 
pressure

09 冲击力小于 10 焦耳
Impact ＜ 10joule

6
防尘完全保护
Protected from dust 
perfecty

6
防止高压泼溅
Protected from water 
sprayed with high 
pressure

10 冲击力小于 20 焦耳
Impact ＜ 20joule

7

浸在 15cm 到 1m 深的
水中半小时防水保护
Protected from sink in 
water 15cm-1m depth 
for 30 minutes

8

浸在具有压力 的水中
长久防水保护
Protected from sink in 
water pressure for a 
long time

12



Clear cover
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Dimension Screw type
Stainless steel latch

+Screw type
Mounting plate Dimension

W  H  D Grey Cover Clear Cover Grey Cover Clear Cover Plastic Metal H3 W3 D1+D2

50×65×55 DS-AG-0506 DS-AT-0506 DS-AGH-0506 DS-ATH-0506 — — 52 37 40+15

65×95×55 DS-AG-0609 DS-AT-0609 DS-AGH-0609 DS-ATH-0609 — — 79 50 35+20

80×110×45 DS-AG-0811-S DS-AT-0811-S DS-AGH-0811-S DS-ATH-0811-S DS-0811P DS-0811 92 62 25+20

80×110×60 DS-AG-0811-1S DS-AG-0811-1S DS-AGh-0811-1S DS-ATH-0811-1S DS-0811P DS-0811 92 62 35+25

80×110×70 DS-AG-0811 DS-AT-0811 DS-AGH-0811 DS-ATH-0811 DS-0811P DS-0811 92 62 50+20

80×130×70 DS-AG-0813 DS-AT-0813 DS-AGH-0813 DS-ATH-0813 DS-0813P DS-0813 112 62 50+20

80×160×55 DS-AG-0816-S DS-AT-0816-S DS-AGH-0816-S DS-ATH-0816-S DS-0816P DS-0816 148 68 40+15

80×160×90 DS-AG-0816 DS-AT-0816 DS-AGH-0816 DS-ATH-0816 DS-0816P DS-0816 148 68 75+15

80×180×70 DS-AG-0818 DS-AT-0818 DS-AGH-0818 DS-ATH-0818 DS-0818P DS-0818 162 62 50+20

80×250×70 DS-AG-0825 DS-AT-0825 DS-AGH-0825 DS-ATH-0825 DS-0825P DS-0825 232 62 50+20

80×110×85 DS-AG-0811-1 DS-AT-0811-1 DS-AGH-0811-1 DS-ATH-0811-1 DS-0811P DS-0811 92 62 50+35

80×130×85 DS-AG-0813-1 DS-AT-0813-1 DS-AGH-0813-1 DS-ATH-0813-1 DS-0813P DS-0813 112 62 50+35

80×180×85 DS-AG-0818-1 DS-AT-0818-1 DS-AGH-0818-1 DS-ATH-0818-1 DS-0818P DS-0818 162 62 50+35

80×250×85 DS-AG-0825-1 DS-AT-0825-1 DS-AGH-0825-1 DS-ATH-0825-1 DS-0825P DS-0825 232 62 50+35

125×125×75 DS-AG-1212-S DS-AT-1212-S DS-AGH-1212-S DS-ATH-1212-S DS-1212P DS-1212 105 105 55+20

125×125×100 DS-AG-1212 DS-AT-1212 DS-AGH-1212 DS-ATH-1212 DS-1212P DS-1212 105 105 80+20

125×175×75 DS-AG-1217 DS-AT-1217 DS-AGH-1217 DS-ATH-1217 DS-1217P DS-1217 157 109 50+25

125×175×100 DS-AG-1217-1 DS-AT-1217-1 DS-AGH-1217-1 DS-ATH-1217-1 DS-1217P DS-1217 157 109 50+50

140×170×95 DS-AG-1417 DS-AT-1417 DS-AGH-1417 DS-ATH-1417 DS-1417P DS-1417 152 122 75+20

150×200×100 DS-AG-1520 DS-AT-1520 DS-AGH-1520 DS-ATH-1520 DS-1520P DS-1520 182 132 80+20

150×200×130 DS-AG-1520-1 DS-AT-1520-1 DS-AGH-1520-1 DS-ATH-1520-1 DS-1520P DS-1520 182 132 80+50

150×250×100 DS-AG-1525 DS-AT-1525 DS-AGH-1525 DS-ATH-1525 DS-1525P DS-1525 232 132 80+20

150×250×130 DS-AG-1525-1 DS-AT-1525-1 DS-AGH-1525-1 DS-ATH-1525-1 DS-1525P DS-1525 232 132 80+50

200×200×130 DS-AG-2020 DS-AT-2020 DS-AGH-2020 DS-ATH-2020 DS-2020P DS-2020 182 182 110+20

200×200×95 DS-AG-2020-S DS-AT-2020-1 DS-AGH-2020-S DS-ATH-2020-S DS-2020P DS-2020 182 182 75+20

175×175×100 DS-AG-1717-1 DS-AT-1717-1 DS-AGH-1717-1 DS-ATH-1717-1 DS-1717P DS-1717 157 157 50+50

175×250×75 DS-AG-1725 DS-AT-1725 DS-AGH-1725 DS-ATH-1725 DS-1725P DS-1725 232 157 50+25

175×250×100 DS-AG-1725-1 DS-AT-1725-1 DS-AGH-1725-1 DS-ATH-1725-1 DS-1725P DS-1725 232 157 50+50

75×125×75 DS-AG-0712 DS-AT-0712 DS-AGH-0712 DS-ATH-0712 DS-0712P DS-0712 107 57 50+25

75×125×100 DS-AG-0712-1 DS-AT-0712-1 DS-AGH-0712-1 DS-ATH-0712-1 DS-0712P DS-0712 107 57 50+50

140×230×90 DS-AG-1423 DS-AT-1423 DS-AGH-1423 DS-ATH-1423 DS-1423P DS-1423 212 122 70+20

175×175×75 DS-AG-1717 DS-AT-1717 DS-AGH-1717 DS-ATH-1717 DS-1717P DS-1717 157 157 50+25
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Dimension Screw type
Stainless steel latch

+Screw type
Mounting plate Dimension

W H D Grey Cover
Transparent
Clear Cover

Grey Cover Clear Cover Plastic Metal H3 W3 D1+D2

280×190×130 DS-AG-2819 DS-AT-2819 DS-AGH-2819 DS-ATH-2819 DS-2819P DS-2819 255 165 100+30

280×190×180 DS-AG-2819-1 DS-AT-2819-1 DS-AGH-2819-1 DS-ATH-2819-1 DS-2819P DS-2819 255 165 100+80

280×280×130 DS-AG-2828 DS-AT-2828 DS-AGH-2828 DS-ATH-2828 DS-2828P DS-2828 255 255 100+30

280×280×180 DS-AG-2828-1 DS-AG-2828-1 DS-AG-2828-1 DS-ATH-2828-1 DS-2828P DS-2828 255 255 100+80

280×340×130 DS-AG-2834 DS-AT-2834 DS-AGH-2834 DS-ATH-2834 DS-2834P DS-2834 255 315 100+30

280×340×180 DS-AG-2834-1 DS-AT-2834-1 DS-AGH-2834-1 DS-ATH-2834-1 DS-2834P DS-2834 255 315 100+80

280×380×130 DS-AG-2838 DS-AT-2838 DS-AGH-2838 DS-ATH-2838 DS-2838P DS-2838 255 355 100+30

280×380×180 DS-AG-2838-1 DS-AT-2838-1 DS-AGH-2838-1 DS-ATH-2838-1 DS-2838P DS-2838 255 355 100+80
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Dimension
Grey Cover Transparent Cover Metal Mounting plate

Dimension

H3 W3 D1+D2

100×100×50 TB-AG-1010 TB-AT-1010 DS-1010 80 80 40+14

120×80×50 TB-AG-0812 TB-AT-0812 DS-0812 100 67 40+14

150×110×70 TB-AG-1115 TB-AT-1115 DS-1115 137 98 49+25

190×140×70 TB-AG-1419 TB-AT-1419 DS-1419 176 127 51+25

240×190×90 TB-AG-1924 TB-AT-1924 DS-1924 220 170 70+26

300×220×120 TB-AG-2230 TB-AT-2230 DS-2230 280 200 76+50

380×300×120 TB-AG-3038 TB-AT-3038 DS-3038 332 253 78+50
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Dimension Plastic latch+hinge type Mounting plate Dimension

W H D Grey Cover Transparent Cover Plastic Metal H3 W3 D1+D2

100×150×70 NE-AG-1015 NE-AT-1015 DS-1015P DS-1015 116 66 50+20

100×200×70 NE-AG-1020 NE-AT-1020 DS-1020P DS-1020 165 65 50+20

150×150×90 NE-AG-1515 NE-AT-1515 DS-1515P DS-1515 120 115 70+20

170×220×110 NE-AG-1722 NE-AT-1722 DS-1722P DS-1722 186 136 80+30

190×290×140 NE-AG-1929 NE-AT-1929 DS-1929P DS-1929 254 156 110+30

300×300×140 NE-AG-3030-S NE-AT-3030-S DS-3030P DS-3030 280 280 107+30

290×390×160 NE-AG-2939 NE-AT-2939 DS-2939P DS-2939 361 251 132+28

250×350×150 NE-AG-2535 NE-AT-2535 DS-2535P DS-2535 312 212 120+30

365×465×180 NE-AG-3546 NE-AT-3546 DS-3546P DS-3546 433 323 150+30

400×500×200 NE-AG-4050   — DS-4050P DS-4050 448 346 170+30

396×595×220 NE-AG-4060   — DS-4060P DS-4060 545 347 190+30
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Dimension ( 尺寸 ) Grey door
Model

Clear door
Model

Dimension

W×H×D H3 W3 D1+D2

200×300×150 NE-AG-2030-S NE-AT-2030-S 260 160 120+30

200×300×180 NE-AG-2030 NE-AT-2030 270 170 130+50

300×300×180 NE-AG-3030 NE-AT-3030 270 270 130+50

300×400×180 NE-AG-3040 NE-AT-3040 370 270 130+50

Dimension ( 尺寸 ) Grey door
Model

Clear door
Model

Dimension

W×H×D H3 W3 D1+D2

200×300×180 NE-KG-2030 NE-KT-2030 270 170 130+50

300×300×180 NE-KG-3030 NE-KT-3030 270 270 130+50

300×400×180 NE-KG-3040 NE-KT-3040 370 270 130+50
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型 号
TYPE

长×宽×高
W×D×H

(Unit: mm/inch 包括盖子 )

DS-MTB-4P 70×50×40/2.76×1.97×1.57

DS-MTB-6P 80×55×40/3.15×2.17×1.57

DS-PG-10P 110×75×40/3.74×3.74×1.57

DS-PG-15P 100×200×70 / 3.94×7.87×2.76

DS-PG-20P 160×170×70 / 6.3×6.69×2.76

Model\Division H1 H2 H3 H4 H5 H6 H7 H8 H9 H10 H11 W1 W2 W3 W4 D1 D2 D3 D4 A1 A2 A3 A4 A5 A6

DS-MTB-6P 47.5 43.5 39.5 60.5 53.5 44.5 37.5 34.5 81 85 121 23.5 45 51 55 14.5 16 32 8 39.5 72 85 20.5 45 55

DS-MTB-4P 40 36 32 50 45 37 30 27 66 70 100 21 40 46 50 14.5 16 32 8 32 57 70 18 40 50
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□ Ratings □ Speci�cations

Rated voltage AC/DC 250V

Rated current 15A

Insulation resistance 100MΩor above

Withstand voltage AC2000V 1min

Applicable wire 1.25mm2/MAX

Standard clamping torque 1.2N.m(12Kgf.cm)

Protective structure IP-65(IEC529)

Applicable cable diameter φ3.5-φ9

Operating temperature -25℃ ～ +60℃

Box terminal body Nylon 6 Color5Y7/1

Lid PBT Color5Y7/1

Terminal screw M3×8

Test solution Judgment Test solution Judgment

Weak acid ◎ Alcohol ◎

Strong acid △ Ester ○

Oil ◎ Gasoline ◎

Acetone ○ Weak alkali ○

Benzene ○ Strong alkali ×
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Dimension Model 型号 Metal
Mounting plate

底 板

Dimension

W H D
Grey Door
灰色门

Transparent Door
透明门

A B C D

250×300×140 MIP-325 MIP-325PT MP-325 310 150 248 175

300×400×200 MIP-43 MIP-43PT MP-43 280 120 60 90

400×400×200 MIP-44 MIP-44PT MP-44 280 220 60 90

400×500×200 MIP-54 MIP-54PT MP-54 380 220 60 90

400×600×230 MIP-64 MIP-64PT MP-64 480 220 60 90

500×600×230 MIP-65 MIP-65PT MP-65 480 320 60 90

600×800×300 MIP-86 MIP-86PT MP-86 680 420 60 90

TOYOG
IKEN
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Model A B E F
MIP-325 220 115 35 75
MIP-43 281 141 52 80
MIP-44 281 221 52 90
MIP-54 381 221 52 90
MIP-64 481 221 52 90
MIP-65 481 321 52 90
MIP-86 681 421 52 90

Model A B E F
MP-325 268 213 248 175
MP-43 358 260 338 222
MP-44 358 360 338 322
MP-54 458 360 438 322
MP-64 558 360 538 322
MP-65 558 460 538 422
MP-86 754 556 734 518

Model A B
MIP-43 366 258
MIP-44 366 358
MIP-54 466 358
MIP-64 566 358
MIP-65 566 458
MIP-86 766 658
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